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TIS (ThelmagingSource) USB camera installation

First, check that your Windows system and drivers are up to date,
especially USB, Chipset and graphics card.

You must have 'Administrator’ rights

Do not connect the camera until you have installed the TIS drivers.

Insert the USB stick and follow the instructions below.

Installation of TIS camera drivers.

USB - *  Nom

i B k 5
Drivers USB key §5) Cam33U_setup_5.1.0.1719.exe

Microsoft setup_iccapture 2.5.13474007.en_U5.exe
ThelmagingSource _
Run the file
‘Cam33U_setup 5.1.0.1719.exe’
(the file may be different!)
i3 Setup - Cam33U Driver and Tools version 5.1.0.1719 — P4

i85 Setup - Cam33U Driver and Tools version 5.1.0.1719 -
Ready to Install
Setup is now ready to begin instaling Cam33U Driver and Tools on your computer.

Completing the Cam33U Driver and Tools

h Setup Wizard
(E Setup has finished instaling Cam33U Driver and Tools on your computer.

Click Finish to xit Setup.

Click Install to continue with the instaliation, or dick Back if you want to review or change any settings.

Destination location:
CoIpr Files (x86) \The Imaging Source Europe GmbH\Cam33U Driver

Setup type:
Full installation

Selected components:
irectShow driver components and service
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Installation of the TIS ICCapture program

™
| UsB i Mom
i Drvers 8 Cam33U _setup 5.1.0.1719.exe
i Microsoft setup_iccapture_2.5.1547.4007.en_US.exe
~ ThelmagingSource
Run the file

"setup_iccapture 2.5.1547.4007.en_US.exe’
(the file may be different!)

Setup - IC Capture - [ X Setup - IC Capture ==
L
Ready to Install & Z
Setup is now ready to begin installing IC Capture on your computer. . KL{ - Cumpletlng the IC Capture Setun
" c Wizard
2
Click Install to continue with the installation, or dick Back if you want to review or * Setup has finished installing IC Capture on your computer. The
change any settings. el application may be launched by selecting the installed
m = shortouts,
Destination location: o
C:'Program Files\The Imaging Source Europe GmbH\IC Capture 2.5 m g Click Finish to exit Setup.
Start Menu folder: o 1
1C Capture 2.5 E E [ Launch 1€ Capture
Additional tasks: .E
Additional icons: < =
Create a Desktop Icon %
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1 The installation is complete. 2
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Ready

Resdy

The ICCapture application runs

(if Launch IC Capture is checked). The camera image should now appear,

Now connect the camera. after quitting everything, the applications using
these cameras will work correctly.

USB3 cameras must be plugged into a USB3 port,
normally blue in colour or marked 'SS' (Super Speed).
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