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Installation TIS-Kamera (ThelmagingSource) USB

Uberprifen Sie zunachst, ob Ihr Windows-System und seine Treiber
auf dem neuesten Stand sind, speziell USB, Chipsatz und die Grafikkarte.

Sie mussen Uber 'Administrator'-Rechte verfugen.
Schliel3en Sie die Kamera erst an, wenn Sie die TIS-Treiber installiert haben.

Stecken Sie den USB-Stick ein und folgen Sie den Anweisungen unten.

Installation der TIS-Kameratreiber.

USB - *  Nom
o B-Stick -
Drivers USB-Stic §5) Cam33U_setup_5.1.0.1719.exe

Microsoft setup_iccapture 2.5.13474007.en_U5.exe
ThelmagingSource . o _
Fuhren Sie die Datei

‘Cam33U_setup 5.1.0.1719.exe’
(die Datei kann auch anders aussehen!)

3! Setup - Cam33U Driver and Tools version 5.1.0.1718 . X #8) Setup - Cam33U Driver and Tools version 5.1.0.1719 -

Ready to Install
Setup s now ready to begin instaling Cam33U Driver and Tools on your computer.

Completing the Cam33U Driver and Tools

h Setup Wizard
(E Setup has finished instaling Cam33U Driver and Tools on your computer.

Click Finish to xit Setup.

Click Install to continue with the instaliation, or dick Back if you want to review or change any settings.

Destination location:
C:t\Program Files (x86){The Imaging Source Europe GmbH|Cam33U Driver

Setup type:
Full installation

Selected components:
irectShow driver

components and service
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Installation des TIS-Programms ICCapture

™
| UsB i MNom
i Drivers i8) Cam33U_setup_5.1.0.171%.exe
. Microsoft setup_iccapture_2.5.1547.4007.en_US.exe
 ThelmagingSource

Flhren Sie die Datei
"setup_iccapture 2.5.1547.4007.en_US.exe’
(die Datei kann auch anders aussehen!)

Setup - IC Capture == [ X Setup - IC Capture —
L
Ready to Install & Z
Setup is now ready to begin installing IC Capture on your computer. . KL{ - Cumpletlng the IC Capture Setun
" c Wizard
2
Click Install to continue with the installation, or dick Back if you want to review or * Setup has finished installing IC Capture on your computer. The
change any settings. . application may be launched by selecting the installed
m = shortouts,
Destination location: o
C:'Program Files\The Imaging Source Europe GmbH\IC Capture 2.5 m g Click Finish to exit Setup.
Start Menu folder: o 1
1C Capture 2.5 E E [ Launch 1€ Capture
Additional tasks: E
Additional icons: < =
Create a Desktop Icon %
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1 Die Installation ist beendet. 2
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Ready

Die Anwendung ICCapture wird ausgefuhrt.
(wenn Launch IC Capture angekreuzt ist). Das Bild der Kamera sollte nun erscheinen,
Schlie3en Sie nun die Kamera an. nachdem Sie alles beendet haben,
werden Anwendungen, die diese Kameras
korrekt funktionieren.

USB3-Kameras mussen an einen USB3-Anschluss angeschlossen werden,
Normalerweise ist er blau oder mit 'SS' (Super Speed) beschriftet.
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